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NOTES:

1. THIS PRODUCT IS RoHS COMPLIANT
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EN3C6MCX WIRE COLOR

 PIN 1 BLACK

PIN 2 WHITE

PIN 3 GREEN

PIN 4 RED

PIN 5 BLUE

PIN 6 VIOLET

DO NOT SCALE DRAWINGREVISIONS
APVDBYDATEECO NUMBERREV REVPART No.NAME

 
OFSHEET

APVDCHKDBYDATE DRAWN

SCALEFIRST USED ON
SPEC No.SPEC No.
MATERIALFINISH

UNLESS OTHERWISE SPECIFIED TEMPERLBS/MMULTWIDTHSIZE

THIS DRAWING DESCRIBES A DESIGN CONSIDERED PROPRIETARY IN NATURE, DEVELOPED AND MANUFACTURED
BY SWITCHCRAFT INC. AND IS RELEASED ON A CONFIDENTIAL BASIS FOR IDENTIFICATION PURPOSES ONLY.

B

A 27718 06/13/16 ALM TJK

* * * * *
*

*
*
*

* 1:1

04/14/16 ALM AB
04/25/16

TJK
06/13/16 1 1

EN3C6MCX OVERMOLDED
CABLE ASSEMBLY TO SCO, RoHS CARAEN3C6M07990 A

1. ALL DIMENSIONS IN INCHES  [mm]

    - TWO PLACE DECIMALS     0.02    [0.5]

    - THREE PLACE DECIMALS   0.005  [0.13]
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