
A

A

PCL712AH

Ø 0.10" (2.5 mm)
CENTER PIN REF

Ø 0.080" (2.0 mm)
CENTER PIN REF

B

B

PCL722AH

POWER JACK SUB-ASSEMBLY
(SEE TABLE)

K195 (406A15204)
FLAT WASHER
SEE NOTE 2

K205 (410E30201)
HEX NUT 
SEE NOTE 2
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AREA ARE ACCEPTABLE
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NOTES:

1. SELECT POWER JACK SUB-ASSEMBLY PER TABLE.

2. HEX NUT AND FLAT WASHER SUPPLIED UNASSEMBLED

3. PACK 100 PCS /CARTON

4. THESE PRODUCTS ARE RoHS COMPLIANT

PART NUMBER PART
REV

POWER JACK 
SUB-ASSEMBLY

 JACK SIZE      
REF

PCL712AH B 730D672 0.10" (2.5 mm)

PCL722AH B 730D673 0.080" (2.0 mm)
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HT POWER JACKS
LONG BUSHING STRAIGHT PC, RoHS PCL712AH  PCL722AH B

1. ALL DIMENSIONS IN INCHES
   - TWO PLACE DECIMALS     0.01
   - THREE PLACE DECIMALS   0.005
   - ANGLES                              1
   - ALL DIA. CONCENTRIC WITHIN 0.005 T.I.R.

2. FEATURES ON THE SAME CENTERLINE
    MUST BE ALIGNED WITHIN 0.002

3. REMOVE ALL BURRS
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