


NPB 689Multi-Con-X® with Screw Terminals
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NEW
PRODUCT

The Multi-Con-X® from Conxall® has set the industry standard for sealed 
circular plastic connectors for nearly 50 years, and this new extension makes 
field termination easier than ever.  Simply insert the conductors and tighten the 
presinstalled hex screw.  No soldering or crimp tools are required.  The Multi-
Con-X® with screw terminals also incorporates the latest Insta-Click® design 
with automatic postivie lock and an IP68 waterproof rating.

The Multi-Con-X® with screw terminals 
has a standard IP68 seal rating, along 

with UL F1 rated UV resistance.

Large size #14 contacts are ideal for 
power applications, providing up to 13 A 

of power when using 14awg wire.

Specifications
Lifecycles: 300 cycles min.

Contact Size: #14 contacts

Wire Size: 14, 16, or 18awg

Voltage: 600V AC/DC

Temperature: -40ºC to 115ºC

Contacts: Gold plated copper alloy

See drawing for additional specs.

Current
Rating

WATERPROOF
SEALED

IP68

Made in USA to the high standards 
that have made Conxall the leading 

name in harsh environment connectors.

CONXALL
Quality

- -
Connector Type
3 - Cable End

G XXXW Z X X

P - Pin
3  or 4

S - Socket

# of Contacts

Backshell and Panels
300 - Panel Mount

Contact Type

X 85 P -

4  - Panel Mount
5  - Cable to Cable

328 - .28"-.29” Cable O.D.
330 - .30"-.32” Cable O.D.
335 - .35”-.40” Cable O.D.

13 A

Ordering Code

Insta-Click® positive lock
Slight turn to disconnect

Screw terminal detail

3 or 4 position 
options

Made from high qualty, 
UV resistant plastic


